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BondIt™ is the perfect bonding product for use on your bituminous sys-
tem. The unique chemistry of BondIt™ strongly adheres Topps Seal® to 
the bitumen while simultaneously providing a layer of protection against 
color bleed-through. Apply as a single coat to all well-adhered bitumen, 
before fixing any problems or applying any coatings.

◦ Instantly blocks color bleed-through from underlying bitumen
◦ Assures maximum color development and reflectivity of the top coating
◦ Enhances Topps Seal® adhesion to BUR, ModBit and other bituminous
  surfaces

SYSTEM 1000 - PREPARATION

The Topps® complete, seamless restoration process for Metal Roofs seals, prevents leaks, corro-
sion and provides an ENERGY STAR€ bright white reflective surface which can drop peak energy 
cooling demand by up to 15%.  With proper care and a metal roof restoration and/or maintenance 
program, a metal roof can last for the life of the building. Controls leaks, rust, fasteners and flash-
ings in a timely matter.

MultiUse Cleaner™ economical, alkaline-based cleaner is incredibly 
versatile. As perfect for heavy duty jobs as it is for use in regular clean-
ing, a simple change of concentration turns the formula into a cleaning 
powerhouse that can be adapted for most any project. 
Topps MultiUse Cleaner Concentrate has been proven effective in a va-
riety of commercial and industrial applications. It will cut through grime 
across a variety of conditions. 

The carefully designed formula combines 10 ingredients - twice that of 
most ordinary cleaners. Three uniquely different surfactants and an ac-
tive wetting agent carry the cleaner deep between dirt particles, where 
it rapidly begins to dissolve the grease, oil, and other airborne pollut-
ants which bind grime to surfaces. The dirt then releases as particles 
suspended in water, where it simultaneously is removed while washing, 
without requiring a rinse in most applications. 

RustArrestor™ is applied to metal roof surfaces prior to power wash-
ing. It penetrates and loosens light rust in just 10 minutes for removal 
with high pressure water. It also converts other rust to a more stable 
oxide making it ready for coating.

RustArrestor™ easily prepares rust and makes it ready for coating.

◦ Dissolves light corrosion
◦ Cleans the roof surface
◦ Easy to use, may be brushed or sprayed on
◦ Leaves no film
◦ Pre-mixed and ready to use
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SYSTEM 1000 - REPAIR & REINFORCEMENT

PolyCore™ stitch bonded 100% polyester reinforcing membrane 
makes every repair stronger. The precisely spaced warp in the material 
provides integrated channels for liquid rubber to flow through, interlock-
ing and further increasing dimensional integrity. PolyCore II™, with its 
flatter profile, permits complete encapsulation with less coating.

This reinforcing fabric is the premier membrane for adding strength to 
critical roof areas and repairs.
◦ Exceptional multi-directional strength
◦ Superior elongation properties
◦ Adds strength to critical roof areas where repairs are made

100mm PolyCore™ is used for seams. 
150mm PolyCore™ is used for flashing. 
1020mm & 1060mm rolls of PolyCore™ are used to efficiently cap larger 
sections, including entire roofs.

Polyprene® is an all rubber, universal roof repair cement used for 
flashings, seams, pitch pans, cracks, splits and making various repairs 
on all roof types. It provides you with a long-lasting, water-tight, 100% 
rubber seal. The heavily fibered high-solids content prevents cracking, 
making it ideal for pitch pans as well as to seal seams, cracks, around 
vibrating rooftop equipment, skylights, vents, flashings, and more. In 
emergency situations, wet surface adhesive agents allow repairs even 
to damp metal.

◦ Quickly and easily reinforces critical areas
◦ All rubber, fiber reinforced — stays flexible and won’t crack when cold
◦ Wet surface adhesive agents allow repairs to damp metal, when re
  quired
◦ Easily incorporates PolyCore™ reinforcement polyester, when needed, 
  for extra strength
◦ Can be applied thick, in one layer, without the threat of cracking
◦ Available in Heavy Brush Grade & Trowel Grade for ease of use and 
  versatility.

Seam/RivetGuard™ This popular product specifically designed for 
metal roofs—seals, caulks, and withstands normal thermal movement 
from changing temperatures and more. The specially compounded, 
synthetic rubbers elongate further when warm and needed most and 
become stronger in cold climates, keeping seams and fasteners sealed 
in all climates.  Strong and elastic, Seam/RivetGuard™ seals seams that 
are properly closed. The product locks seals properly tightened fasten-
ers and protects against rust and future failure at critical points.

Seam/RivetGuard™ represents the ultimate gelled formula sealant for 
both seams and fasteners where a one-coat application does both. This 
makes it a real labor-saver.

For larger sectional areas, you can use this product together with Poly-
prene® cement, and Topps Seal® coatings.
◦ Seals seams and fasteners
◦ Leaves no voids
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SYSTEM 1000 - COATING OPTIONS

When sealing a commercial or industrial roof, look no further than Topps 
Seal® for the best protection available. Topps Seal® is the flagship 
of the Topps® protective roof maintenance coating line, utilizing the 
Topps’ exclusively formulated 100% synthetic thermoplastic technology.

The extraordinary features of Topps Seal® make it the most widely rec-
ognized protective maintenance roof coating now in use on all continents 
and in all climates. The combination of high elongation and superior 
strength allow Topps Seal® to withstand challenging thermal changes 
and inclement weather. The seal also provides excellent weathering with 
extreme resistance to moisture and transmission.

◦ Waterproof – near zero permeation
◦ Best elongation, strength, bonding, moisture prevention and adhesive 
  package
◦ Highly reflective
◦ Energy-saving
◦ Resists wash off from roof during application
◦ Permanent flexibility
◦ ENERGY STAR® qualified
◦ Available in 12 standard colors with no price upgrade

Specifications

Viscosity 118-125 K.U.
Weight Per Litre 1.045 KG
Solids 49% min
Flashpoint 400 C
VOC <500g/l
Ultimate Elogation 900%min
Ultimate Tensile Strength 12 N/mm2

Perm Rating 0.18 perms
Adhesive Bond (rating1-5) 5 (best)
Peel Adhesion 2.4pli
Moisture Absorbtion
(7 day submersion)

<0.45%max>

Heat Stability 600 C
Cold Stability -400C
Water vapor permeability 0.18 perms
Reflectivity 86.00%
Thermal emittance(new/aged) .88/.89
Resistance to corrosion Excellent
Industrial pollutants Excellent
UV Excellent

Topps Seal® 

53.4° C

29.2° C



t: 13000 TOPPS   e: info@toppsproducts.com.au   w: www.toppsproducts.com.au
TOPPS Products Australia - 79 Auburn St, Wollongong

100% WATERPROOF + ENERGY SAVINGS + STRUCTURAL INTEGRITY + STOPS CORROSION + PROLONG ROOF LIFE

SYSTEM 1000 - COATING OPTIONS

Topps Seal® Excel represents the ultimate ENERGY STAR®, high 
performance protective maintenance roof coating. It utilizes Topps’ ex-
clusive 100% synthetic thermoplastic technology and environmental 
barrier. Resin rich Topps Seal® Excel has all of the characteristics of 
standard-grade Topps Seal®, along with accelerated physical proper-
ties that exceed 1000% elongation and an ultimate tensile strength of 
2250 psi. It retains ENERGY STAR® standards even after aging, which 
exceeds standards for new coating performance.

◦ Permanent flexibility
◦ Excellent weather, pollution, and mold resistance
◦ Waterproof – near zero permeation
◦ Repels all water – won’t wick or transmit moisture
◦ Ultimate rust and corrosion protection
◦ Elongates to 1000% with no micro-fissures
◦ Energy Savings – exceeds ENERGY STAR®
◦ Quick moisture resistance in just 1-4 hours

Specifications

Viscosity 118-125 K.U.
Weight Per Litre 1.045 KG
Solids 49% min
Flashpoint 400 C
VOC <500g/l
Ultimate Elogation 1000%min
Ultimate Tensile Strength 10.3 N/mm2

Perm Rating 0.18 perms
Adhesive Bond (rating1-5) 5 (best)
Peel Adhesion 2.4pli
Moisture Absorbtion
(7 day submersion)

<0.356%>

Heat Stability 600 C
Cold Stability -400C
Water vapor permeability 0.18 perms
Reflectivity 87.75%
Thermal emittance(new/aged) .88/.88
Resistance to corrosion Excellent
Industrial pollutants Excellent
UV Excellent

Topps Seal® Excel

56.9° C

31.5°C
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SYSTEM 1000 - COATING OPTIONS

Topps Seal® Base Coat

Topps Seal® Base Coat all rubber elastomeric provides an econom-
ical foundation layer to Topps Seal® coating systems. The enhanced 
added adhesive package works with the permanently flexible rubbers to 
provide superior bonding. The Topps Seal finish coat becomes insepa-
rable as these two layers meet and fuse together. The completed com-
bination of elongation capabilities and tensile strength provide superi-
or resistance to meet all climate and thermal change demands. Topps 
Seal® Base Coat is an “off-white” contrasting first coat substitution for 
greater economy on two-coat systems. Built on the same identical grade 
ingredients of Topps Seal® formulated into a more economical first coat 
layer.

Topps Seal® Base Coat can be used on Metal, Modified Bitumen, 
BUR, PUF, and Concrete roofs.

◦ Waterproofing – near zero permeation
◦ Blocks rust, moisture
◦ Seals metal, BUR, modified bitumen, PUF, concrete
◦ Builds mil thickness most economically on white Topps Seal® jobs
◦ Strong bonding and high build

Specifications

Viscosity 115-120 K.U.
Weight Per Litre 0.89 - 0.93Kg
Solids 49% min
Flashpoint 500 C
VOC <500g/l
Ultimate Elogation 550%min
Ultimate Tensile Strength 10.3 N/mm2

Perm Rating 0.25 perms
Adhesive Bond (rating1-5) 5 (best)
Peel Adhesion 2.9pli
Moisture Absorbtion
(7 day submersion)

<0.50% max>

Heat Stability 600 C
Cold Stability -400C
Water vapor permeability 0.25 perms
Thermal emittance(new/aged) .88/.88
Resistance to corrosion Excellent
Industrial pollutants Excellent
UV Excellent
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SYSTEM 1000 - COATING OPTIONS

TS Commertial GradeTM

Topps Seal Commercial Grade™ is an alternative elastomeric, wa-
ter-free cool white roof coating exceeds the physical properties of most 
all competitive coatings at a very economical price for your industrial or 
commercial roof projects. It provides all-weather, seam-free protection 
that repels moisture and keeps harmful UV rays off your roof. The su-
perior moisture resistance properties of TS Commercial Grade™ guard 
to prevent rust on metal and provides a durable and effective shield 
against weathering. The water-free package gives installers an extend-
ed application season, without threat of freezing, and with reduced 
wash-off risks.
◦ Repels non-standing water — won’t wick or transmit moisture
◦ Superior Resistance to weather, pollution and mold
◦ Long-lasting rust and corrosion protection
◦ Instantly reduces roof temperatures by as much as 40° F
◦ Retains flexibility in all temperatures, even down to -40° F
◦ Energy Savings – meets or exceeds ENERGY STAR® requirements
◦ CRRC certified
◦ Use on metal, bituminous surfaces, masonry, block and concrete

Specifications

Ultimate Elogation 550%min
Ultimate Tensile Strength 6.89 N/mm2

Heat Stability 600 C
Cold Stability 4.440C
Service temperature -400C -  600 C
Reflectivity 83.15%
Water vapor permeability 0.25 perms
Thermal emittance(new/aged) .89
Resistance to corrosion Excellent
Industrial pollutants Excellent
UV Excellent


